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Reduce the pressure on your workĮ.go for Velocity!
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PLATFORM FEATURES
VELO 2B ģREFERENCE SENSORS 

Å Extended reference sensor options:

Å Tachometer

Å Accelerometer

Å Microphone

Å Voltage input

Å Current sensors

Å Including RPM acquisition with Scout422 frontend
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PLATFORM FEATURES
VELO 2B- USER INTERFACE

Å More configurable UI:

Å Selectable sensor monitor

Å Sensor tree

Å Re-sizable windows

Å Editable report template

Å Improved graphics

Å Faster processing
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ANALYZER NEW FEATURES
EXTENDED MEASUREMENT INFORMATION

Å Synchronized record ģexcitation: for easier software manipulation

Å Measurement tree: for easier sensor configuration

Å Cross processing function: all 2 channel operations are possible at once: transfer 
functions, power spectra, coherence Į
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ANALYZER NEW FEATURES
SHAFT SPEED WITHOUT TACHOMETER

Å TacholessRPM extraction  ( under license)

Å Order extraction ( under license)
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SCAN&PAINT NEW FEATURES
MORE INFORMATION FROM YOUR MEASUREMENT

Å Cross processing tool: extracting more 
information from your measurement

Å Advanced tracking options: 

Å Eliminates the need of using offset 
parameter while tracking

Å If combined with the S&P ģ
Advance tracking ring accessory, 
possible to track in dark and 
backlighted environments.
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SCAN&PAINT 3D NEW FEATURES
IMPROVED VISUALIZATION AND ANALYSIS

Å Expanded importing options for 3D models: 
making easier to load your models

Å Extended analyze options: non vector quantities 
are also plotted

Å Plane control expanded settings: expand, rotate, 
select areaĮ

Å Multiview option: compare several working 
regimes / modifications in your deviceĮ
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ACOUSTIC CAMERA
NEW APPLICATION IN VELO PLATFORM

Taking advantage of the already existing toolsĮĮ

Å Expanded reference sensor options: tachometer, P, 
Acc, V, IĮ

Å Expanded frontend options: Scout422, 
Dic24,MFDAQ,NIĮ

Å Usability of snapshot options: visualization, 
operation and exportingĮ

Å More flexibility in channel assignment process: 
drag and drop operation, re-assignment after 
measurement, easy visualization

Å Array tree information: all assigned channels and 
confirmation settings displayed in one panel and 
possible to modify
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